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DIVER - DIVER HF
SUBMERSIBLE MONOBLOC MULTISTAGE PUMPS

TECHNICAL DATA

Operating range: from 0,6 to 9 m3/h with head up to 96 metres.
Pumped liquid: clean, free of solids and abrasives, non-aggressive.
Max percentage of sand in water: 50 g/m3.
Liquid temperature range: from 0 °C to +35 °C.
Max. immersion depth: 20 m.
Discharge port diameter: 1” 1/4 GAS.
Power supply tolerance: +6 % / -10 %.
Max. starts: 20/h.
Motor protection class: IP 68.
Motor protection rating: F.
Installation: in wells, tanks and cisterns, vertical position.
Special executions on request: 
alternative voltages and/or frequencies.
Automatic version available with float switch.

APPLICATIONS
DIVER electric pumps are utilised for lifting clear water from boreholes, first water collection tanks or cisterns, wells or water courses, and are capable of 
distributing pressurised water to domestic installations, small agricultural plants, and sprinkler systems for lawns and vegetable gardens. 
The pump has a very silent operation, and can be installed inside boreholes and tanks, thus avoiding all the potential problems connected with suction 
and unpriming.

CONSTRUCTION FEATURES OF THE PUMP
Multistage monobloc submersible pump with hydraulic section below the motor, which is cooled by the pumped liquid. Impellers and diffusers made of 
fibreglass reinforced Noryl, with wear-resistant stainless steel thrust ring. Outer liner, stator sleeve, upper head with delivery connection and closing ring 
in AISI 304 stainless steel. Canned-type stator. Supports in cast iron. Rotor shaft extension in AISI 304 stainless steel. Lip seal on the motor side, and 
silicon carbide/silicon carbide seal on the pump side.

CONSTRUCTION FEATURES OF THE MOTOR
Submersible asynchronous two-pole motor, made entirely of stainless steel, dry design with external cooling by means of the pumped liquid. Canned-
type AISI 304L stator.
Squirrel cage rotor running on ball bearings, oversized to ensure silent operation, reliability and durability.
The single-phase version can be supplied with CONTROL BOX on request.
Overload protection to be provided by the user for the three-phase version.
Automatic version available with float switch.

Protection class: IP 68
Insulation class: F
Standard voltage:       single-phase 230V/60Hz
                                 three-phase 230V/60Hz (available on request)
  
Power cable: Removable H07RN-F power cable, length 10 m.

N. PART* MATERIALS

1 CABLE H07RN-F CEI 20-19

2 SUPPORT BRASS PCuZn40Pb2 UNI 5705

3 OUTER LINER AISI 304 STAINLESS STEEL X5CrNi1810 UNI 10088-3

4 STATOR AISI 304 STAINLESS STEEL X5CrNi1810 UNI 10088-3

5 LIP SEAL NBR 70

6 MECHANICAL SEAL SiC/SiC

7 DIFFUSER TECHNOPOLYMER

8 IMPELLER TECHNOPOLYMER

9 SHAFT WITH ROTOR AISI 304 STAINLESS STEEL X5CrNi1810 UNI 10088-3

10 STRAINER AISI 304 STAINLESS STEEL X5CrNi1810 UNI 10088-3
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DIVER
SUBMERSIBLE MONOBLOC MULTISTAGE PUMPS

PERFORMANCE AT 60 Hz

ELECTRICAL DATA AND DIMENSIONS

MODEL

ELECTRICAL DATA HYDRAULIC DATA
P2 NOMINAL Q=m3/h 0 1,2 2,4 3,6 4,8

kW HP Q=l/min 0 20 40 60 80

DIVER 75 0,55 0,75

H
(m)

37 32 25 16 6

DIVER 100 0,75 1 52 43 35 23 10

DIVER 150 1 1,5 76 66 52 35 14

DIVER 200 1,5 2 100 90 70 45 20

MODEL

ELECTRICAL DATA
Ø

mm
H

mm

PACKING DIMENSIONS VOLUME
PACKING

m3

Q.TY 
X 

PALLET

WEIGHT
kgPOWER INPUT 

60 Hz

P1 
MAX
kW

P2 NOMINAL In
A

CAPACITOR
L/A L/B H

kW HP µF Vc

DIVER 75 M-NA 1x230 V~ 0,85 0,55 0,75 4,6 16 450 127 427 625 230 170 0,024 25 10

DIVER 100 M-NA 1x230 V~ 1,1 0,75 1 5,9 20 450 127 482 625 230 170 0,024 25 11,7

DIVER 150 M-NA 1x230 V~ 1,6 1 1,5 7,8 30 450 127 550 625 230 170 0,024 25 13,1

DIVER 200 M-NA 1x230 V~ 2,3 1,5 2 10,7 35 450 127 648 710 220 160 0,025 25 15,8
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DNM 1” 1/4 GAS

H

Ø 127

The performance curves are based on kinematic viscosity values = 1 mm2/s and 
density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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DIVER HF (HIGH FLOW)
SUBMERSIBLE MONOBLOC MULTISTAGE PUMPS

PERFORMANCE AT 60 Hz

ELECTRICAL DATA AND DIMENSIONS

MODEL

ELECTRICAL DATA HYDRAULIC DATA
P2 NOMINAL Q=m3/h 0 1,5 3 4,5 6 7,5 9

kW HP Q=l/min 0 25 50 75 100 125 150

DIVER 100 HF 0,75 1

H
(m)

24 23 21 18 15 11 6

DIVER 150 HF 1 1,5 37 35 33 30 26 21 15

DIVER 200 HF 1,5 2 48 45 41 37 33 28 21

MODEL

ELECTRICAL DATA
Ø

mm
H

mm

PACKING DIMENSIONS
PACKING 
VOLUME

m3

Q.TY 
X 

PALLET

WEIGHT
kgPOWER INPUT 

60 Hz
P1
kW

P2 NOMINAL In
A

CAPACITOR
L/A L/B H

kW HP µF Vc

DIVER 100 HF M-NA 1x230 V~ 1,1 0,75 1 6,2 20 450 127 459 625 230 170 0,024 25 11,5

DIVER 150 HF M-NA 1x230 V~ 1,7 1 1,5 8,1 30 450 127 523 625 230 170 0,024 25 13

DIVER 200 HF M-NA 1x230 V~ 2,15 1,5 2 10,8 35 450 127 608 710 220 160 0,025 25 15,5

DNM 1” 1/4 GAS

H

Ø 127

The performance curves are based on kinematic viscosity values = 1 mm2/s and 
density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.



DAB PUMPS reserves the right to make modifications without notice.

NOTES





Via Marco Polo, 14 - 35035 Mestrino (PD) Italy - Tel. +39.049.5125000 - Fax +39.049.5125950
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Online product selection 

DAB PUMPS LTD.
Unit 4 and 5, Stortford Hall Industrial Park,
Dunmow Road, 
Bishops Stortford, 
Herts
CM23 5GZ - UK
salesuk@dwtgroup.com
Tel. +44 1279 652 776
Fax +44 1279 657 727

DAB PUMPS B.V.
Albert Einsteinweg, 4
5151 DL Drunen - Nederland
info.netherlands@dwtgroup.com
Tel. +31 416 387280
Fax +31 416 387299

DWT SOUTH AFRICA
Podium at Menlyn,
3rd Floor, Unit 3001b, 43 Ingersol Road,
C/O Lois and Atterbury street,
Menlyn, Pretoria, 0181 - South-Africa
info.sa@dwtgroup.com
Tel. +27 12 361 3997
Fax +27 12 361 3137

DAB PUMPEN DEUTSCHLAND GmbH
Tackweg 11
D - 47918 Tönisvorst - Germany
info.germany@dwtgroup.com
Tel. +49 2151 82136-0 
Fax +49 2151 82136-36

DAB PUMPS POLAND Sp.  z o.o.
Mokotów Marynarska
ul. Postępu 15C
02-676 Warszawa - Poland
polska@dabpumps.com.pl
Tel. +48 223 816 085

DAB PUMPS B.V.
Brusselstraat 150
B-1702 Groot-Bijgaarden - Belgium
info.belgium@dwtgroup.com
Tel. +32 2 4668353
Fax +32 2 4669218

DAB PUMPS IBERICA S.L.
Calle Verano 18-20-22 
28850 Torrejón de Ardoz - Madrid
Spain 
info.spain@dwtgroup.com 
Tel. +34 91 6569545 
Fax: +34 91 6569676

DAB UKRAINE Representative Office
Regus Horizon Park
4 M. Hrinchenka St, suit 147
03680 Kiev - Ukraine
Tel. +38 044 391 59 43

DAB PUMPS INC.
3226 Benchmark Drive
Ladson, SC 29456 - USA
info.usa@dwtgroup.com
Tel. 1V24-6332 
Toll Free 1-866-896-4DAB (4322)
Fax 1-843-797-3366

DAB PUMPS CHINA 
No.40 Kaituo Road, Qingdao Economic & Technological  
Development Zone
Qingdao City, Shandong Province - China
PC: 266500
info.china@dwtgroup.com
Tel. +8653286812030-6270
Fax +8653286812210

DAB PRODUCTION HUNGARY KFT. 
H-8800
Nagykanizsa, Buda Ernó u.5
Hungary
Tel. +36 93501700

OOO DAB PUMPS
Novgorodskaya str. 1, block G
office 308, 127247, Moscow - Russia
info.russia@dwtgroup.com 
Tel. +7 495 122 0035
Fax +7 495 122 0036

DAB PUMPS DE MÉXICO, S.A. DE C.V.
Av Gral Álvaro Obregón 270, oficina 355 
Hipódromo, Cuauhtémoc 06100
México, D.F.
Tel. +52 55 6719 0493

DAB PUMPS OCEANIA PTY LTD
L1 181 Bay Street - Brighton,
Melbourne - VIC 3186 – Australia
info.oceania@dwtgroup.com
Tel. +61 (03) 9595 3841


